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2020 Can Am Defender Max 
Front Fender Installation Instructions

Warranty
Eagle Mountain Outfitters warrants Eagle MTX UTV accessories, materials, and workmanship 
for a period of twelve (12) months from end user purchase date.   End user is required to 
produce receipt of sale from dealer for any warranty claims.  Any alterations made by end 
user voids all warranty.

INCLUDED HARDWARE:

Qty 2 3/8” x 1” Self-Drilling Metal screws
Qty 4 1/4” x 1 button head bolts
Qty 8 1/4” flat washer
Qty 4 1/4” lock washer
Qty 4 1/4” nut
Qty 2 nylon trip panel clip
Qty 2 5/16” x 1/2” bolt
Qty 2 5/16” nylock nut

 Required Tools
9/16” socket with impact/drill
5/32” Allen 
7/16” socket and ratchet
5/16” drill bit and drill

Install instructions

1. Using the Allen, remove the top bolt (marked in 
yellow).  Put it to the side, it will be used for 
installing.  Fig 1

2. Using the same Allen and the 7/16” socket and 
ratchet, remove the two bolts below the other 
(marked in red).  They are not to be saved.  fig 1

Fig. 1
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3.  These will align up with the holes on the fender.  Place the fender up to the inside wheel well and line up the 
top hole (yellow).  fig. 2

4. Reuse the bolt and washer removed in step 1 and thread
5. Using the 1/4” bolt sets, place these bolts into the bottom holes (red). Fig 2
6. Tighten all three screws using Allen and 7/16” socket and ratchet

Fig. 2
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7. Using the 9/16” socket and impact/drill and 3/8” self-drilling screws, drill into the hole on the bottom center of 
fender into the frame part under the plastic wheel well. Fig 3

Fig. 3
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8. The top of the fender has one hole that must be drilled.  Using the 5/16” drill bit, align the fender front and drill 
the hole through the plastic wheel well.  Fig 4

9. Using the nylon body clamp, push clamp through both the fender and wheel well
10. Optional install:  Replace nylon body clamp with 5/16” bolt set for stronger connection to top of wheel well
11. Repeat steps 1-10 for opposite side

Fig. 4


