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2018+ Polaris 1000 Front Bumper 
Installation Instructions

Warranty
Eagle Mountain Outfitters warrants Eagle MTX UTV accessories, materials, and workmanship 
for a period of twelve (12) months from end user purchase date.   End user is required to 
produce receipt of sale from dealer for any warranty claims.  Any alterations made by end 
user voids all warranty.

DO NOT USE IMPACT DRIVER.  USE HAND TOOLS ONLY!

INCLUDED HARDWARE FOR ROOF:

Qty 8 3/8” Button Head Bolt
Qty 6 3/8” Flat Washer
Qty 2 3/8” Lock Washer
Qty 2 3/8” Nut

Required Tools

9/16” Open End wrench
9/16” socket and ratchet
7/32” Allen 
15mm Open End Wrench
15mm socket and ratchet

You must remove the stock bumper before installing an Eagle MTX bumper.  
All bolts and nuts need to be kept for the install of the Eagle MTX bumper.

The Eagle MTX bumper requires two separate brackets shown below:
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INSTALL INSTRUCTIONS:

1. Remove the front plastic grill using the small clips located under the POLARIS front symbol.  Pull back and 
remove.  Set this aside.  (fig 1)

2.  Find the top mount.  This is the same mount 
that the stock Polaris bumper was mounted to.  
(fig 2)

Fig. 1

Fig. 2
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3. Place the top EMTX bracket into the top mount holes (fig 2).  Using the stock bolts, removed from the stock 
bumper, thread the bolts through the top EMTX bracket through the top mount on unit.  Hold the top bracket 
straight, tighten using the 15mm socket and wrench.  (fig 3)

4. Once top bracket is installed, replace the front plastic grill that was removed in step 1

5. Using the bottom EMTX bracket, and the bolts 
removed from the stock bumper, thread the two bolts.  (fig 4)

6. Hold bottom EMTX bracket and tighten bolts using the 15mm wrench and socket (fig 5)

Fig. 3

Fig.4 Fig. 5
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NOTICE:  bumper installation requires two people. Start all bolts first then tighten. 

7. The Eagle MTX bumper is designed to 
accept Polaris winch and mount plate 
installation.  This must be installed before 
the Eagle MTX bumper is installed.  Once 
the winch is installed, you need to bolt the 
winch fairlead through the winch hole 
located in the front of the EMTX bumper.  
(fig 6)

8. Holding the bumper up to align the four holes on the front of the mounting bracket to the four holes on the 
bumper, thread the four button head bolts in each hole as seen in Fig. 7

Fig. 6

Fig. 7
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9. Using the remaining two button head bolts, push bumper up to align the bottom two holes to the matching two 
holes in the bottom EMTX bracket in the bumper.  As seen in Fig 8

10. After all bolts are threaded, using the 7/32” Allen, tighten all 4 button head bolts on the front of the unit (fig 8) 
the top using an “X” method

11. After top bolts are all tight, tighten the bottom two bolts.  Fig 8

Fig. 8


