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Eagle Mountain Outfitters
2018+ Polaris Ranger 900/1000 front fenders installation 

Warranty
Eagle Mountain Outfitters warrants Eagle MTX UTV accessories, materials, and workmanship 
for a period of twelve (12) months from end user purchase date.   End user is required to 
produce receipt of sale from dealer for any warranty claims.  Any alterations made by end 
user voids all warranty.

INCLUDED HARDWARE:

QTY 8   3/8-12 x1.0 #3 PT HWH TEK ZP
QTY 8   NYLON DRIVE RIVET M8
QTY 4 5/16” x 1/2” bolt
QTY 4 5/16” nylock nut

Required Tools
T-25 torx bit
9/16” socket with battery impact
Body clamp removal tool
Drill with 5/16” drill bit

Installation Instructions

1. Carefully remove all bolts and body clamps so the front quarter panel can be removed as seen in Fig. 1 and 
Fig. 2

Fig. 1

Fig. 2 



 pg. 2

2. Once removed, it will expose the inner frame mount as seen in fig 3. 
3. Place panel, bolts and clips carefully aside. 

4. While holding up 
the inner bracket 
down to the lowest 
point in the frame, 
drive the 3/8” TEK 
screw into the  
lower hole and into 
the frame as shown 
in Fig. 4.

Fig. 3 

Fig. 4



 pg. 3

5. Repeat process in step 4 on 
the top hole as seen in Fig. 5

6. Replace quarter panel, body clips, and bolts
7. Repeat steps 1-6 for the opposite side

8. Once quarter panel is replaced, place 
front fender on the inside of fender 
well.   Use impact and 2 TEK screws to 
mount the bottom of fender against 
the plastic quarter panel as seen in Fig. 
6

Fig. 5

Fig. 6

Fig. 5
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9. Using the drill and 5/16”, move top of fender under the top of the black quarter panel and drill two holes 
through the mounting holes of the fender and into the top of the plastic fender as seen in Fig. 7

10. Place 2 nylon drive rivits into the drilled holes as in Fig.7
11. Optional install:  Replace nylon body clamp with 5/16” bolt set for stronger connection to top of wheel well
12. Repeat steps 8-10 on opposite side

Fig. 7
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13. After propper installation, the fenders will look like the photos in Fig. 8 and Fig. 9

Fig. 8
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Fig. 9


