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2018+ Polaris 1000 Rear Bumper 
Installation Instructions

Warranty
Eagle Mountain Outfitters warrants Eagle MTX UTV accessories, materials, and workmanship 
for a period of twelve (12) months from end user purchase date.   End user is required to 
produce receipt of sale from dealer for any warranty claims.  Any alterations made by end 
user voids all warranty.

DO NOT USE IMPACT DRIVER.  USE HAND TOOLS ONLY!

INCLUDED HARDWARE FOR ROOF:

Qty 4 1/4”x3 ½” bolt
Qty 8 1/4” flat washer
Qty 8 1/4” large flat washer
Qty 4 1/4” lock washer
Qty 4 1/4” nut

Required Tools

7/16” Open End wrench
7/16” socket and ratchet
13mm socket

Before install, using the 13mm socket 
and ratchet, remove the four bolts 
found under the brake lights on both 
sides.  Keep these for install of Eagle 
MTX rear bumper Fig.1

INSTALL INSTRUCTIONS:

Install will require two people.  This bumper will fit a 2018+ Polaris ranger 1000 full size 

Fig. 1
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Notice: The brackets that the bumper mount to are 
located at the same connection the hinge is for the 
bed (fig 2).  the Eagle MTX rear bumper is made to 
mount to the two holes located towards the rear of 
these brackets.

1. While another person holds the bumper, 
place the slot in the mounting arm over the 
hinge brackets.  Align the slot to mount to 
the first hole facing the front of the unit.  Fig 
3.

2. Using the 1/4” bolt sets, place two bolts on 
both sides through the front hole.  Do not full 
tighten bolts.   Fig 3 Fig. 2

Fig. 3
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3. Swing the bumper up 
and align the top four 
holes of the bracket on 
bumper to the hole 
directly below the 
brake lights.  Using the 
bolts removed at the 
beginning of install and 
the 13mm socket and 
ratchet, hand tighten 
all four bolts to bumper 
and into the bed. Fig 4

4.  Align the slot in the 
mounting arm of bumper 
to the remaining bolt 
hole in the hinge bracket.  
Place 1/4" bolt set 
through the hole.  Do not 
full tighten bolts.   fig 5

5. Once all bolts are in 
place, tighten the rear 
two bolts below the 
brake light with he 13mm 
socket and ratchet

6. Using the 7/16” socket, 
ratchet, and 7/16” 
wrench, fully tighten the 
four bolts on mounting 
arms.  It is normal for the 
bumper mounting arms 
to squeeze while 
tightening. 

Fig. 4

Fig. 5


