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Eagle Mountain Outfitters
2018+ Polaris Ranger 1000 Front Hood Basket Installation Instructions

Warranty
Eagle Mountain Outfitters warrants Eagle MTX UTV accessories, materials, and workmanship 
for a period of twelve (12) months from end user purchase date.   End user is required to 
produce receipt of sale from dealer for any warranty claims.  Any alterations made by end 
user voids all warranty.

DO NOT USE IMPACT DRIVER.  USE HAND TOOLS ONLY!

INCLUDED HARDWARE:

QTY 4 1/4” x 1” bolt
QTY 8 1/4” flat washer
QTY 4 1/4” lock washer
QTY 4 1/4” nut

Required Tools
7/16” open end wrench
7/16” socket and ratchet
15mm socket and ratchet

Installation Instructions

The Eagle MTX front hood basket will work with split front 
windshields.  But will not work with full glass windshield

1. Using the 15mm socket and ratchet, loosen the 4 
frame bolts located on the bottom of the front roll 
cage by the hood.  Make sure to not remove the 
bolts. (fig 1)

Fig. 1
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2. Once all 4 bolts are loose, press against the frame towards the center of the unit to open a small gap.  
3. Slip the driver side bracket into the gap created in 

step 2. (fig 2)
4. Using the 15mm socket and ratchet, snug the bolts in 

frame to hold the bracket tight
5. repeat steps 1-3 for the passenger side.

6. Lay basket on top of the two 
brackets.  Align the four holes 
located on both sides of the basket 
to the matching holes in mount 
brackets

7. Using the 1/4” bolt sets, place 
through basket and brackets.  (fig 3)

8. Tighten all 1/4” bolt sets using the 
7/16” socket and wrench.

9. Using help, level basket and tighten 
all 4 frame bolts with the 15mm 
socket.

Fig. 2

Fig. 3
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NOTICE:  Once properly installed, the Eagle MTX hood basket does not have to be removed to access the hood 


