
 pg. 1

2020 Can Am Defender Max 
Front Bumper Installation Instructions

Warranty
Eagle Mountain Outfitters warrants Eagle MTX UTV accessories, materials, and workmanship 
for a period of twelve (12) months from end user purchase date.   End user is required to 
produce receipt of sale from dealer for any warranty claims.  Any alterations made by end 
user voids all warranty.

DO NOT USE IMPACT DRIVER.  USE HAND TOOLS ONLY!

INCLUDED HARDWARE:

Qty 6 3/8” Button Head Bolt
Qty 8 3/8” flat washer
Qty 2 3/8” Nut
Qty 2 3/8” Lock Washer
Qty 2 5/16” x 2” Bolt
Qty 2 5/16” flat washer
Qty 2 5/16” lock washer
Qty 2 5/16 nut

 Required Tools

7/32” allen key
1/2” and 9/16” wrench, deep socket and ratchet
Bit driver
T-40 Torx bit

The stock bumper, if present, must be removed from unit before install of Eagle Mountain Bumper.  These 
instructions include beginning from a unit that did not come with a stock bumper.   The install is the same, although it 
will change which bolts to use.  If unit has a stock bumper, re use the top two frame mount bolt during the install.  

The following are instructions are based on a can-am 2020 defender with no bumper.

BUMPER MOUNT BRACKET INSTALATION

1. Remove lower grill by pulling on lower left and right corners as seen in fig. 1 & 2.  Slide out from bottom and 
place to side.  This part will be reinstalled

Fig. 1 Fig. 2
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2. Using 1/2” deep socket and T-40 torq bit. Remove top bumper mount bolts as seem in fig. 3.  Be careful not to 
drop nut into frame.

NOTICE:  Step 3 is only for units that DID NOT come with a stock bumper.  If you removed the stock bumper, and kept 
the top two bolts, reinstall the bracket using the stock mount bolts removed in step 1

3. Plate 5/16” bolt sets as shown fig 4 into the unit

Fig. 3

Fig .4
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4. Place mounting bracket onto unit.  Tighten bolts using 5/16 bolt kits.  Make sure that both arrows on the side 
are facing up and the one in the center is facing out from the body.  Fig 5 &6

5. Replace lower grill as seen in fig 7

Fig .5 Fig .6

Fig .7
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NOTICE:  bumper installation requires two people. Start all bolts first then tighten

6. Holding the bumper up to align the four holes on the front of the mounting bracket to the four holes on the 
bumper, thread the four button head bolts in each hole as seen in Fig. 8

7. Using the remaining two button head bolts, nuts, washers 
and lock washers, push bumper up to align the bottom two holes to the matching one in the bumper.  As seen in 

Fig 9

8. After all bolts are threaded, using the 7/32” Allen and 1/2” socket and wrench, tighten all 4 button head bolts on 
the front of the unit (fig 8) the top using an “X” method.  

9. After top bolts are all tight, tighten the bottom two bolts.  Fig 9

Fig .8

Fig .9


